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Replacing top shaft bearing 

This is the top lantern and spider that holds bearing  

 

1.  Remove the small Bobbin Pulley by undoing its grub screws.  Newer ovens 

have through bolt on a tapered shaft. 

2. Undo the lock nuts on the bearing and then undo the grub screws.  

3. Undo the three nuts holding the 3 pointed spider bracket.  

Spider 

Bobbin 

Pulley 

Lantern 

Bearing Lock 

Nuts and 

grub screws.  

Bearing 

Flinger plate 

Seal hold 

down place 

and screw 



2                                              Technobake Pty   11/18 Hinkler Court, Brendale Qld   073205 9066 

 

Slide the bearing off the shaft – use the puller supplied if necessary. If bearing 

is seized on shaft, cooling the shaft using a wet rag will assist removing the 

bearing.   If Shaft is damaged or rim warn due to loose bearing, a stepped 

bearing will be required by special order.  Temporarily shim bearing until new 

part arrives.  

 

4. Now move the shaft back and forth to check seals (beneath the bearing) are 

not damaged. 

 

5. If the shaft movement is more than 2mm in any direction the seal beneath 

the bearing should be replaced.  
Replacing the Seal;   

1. Remove flinger plate that sits beneath the bearing – This should be replaced by the 

larger one in the kit supplied.  Undo the two socket head screw holding the seal in 

place (you can carefully remove the insulation block to allow access if difficult)  

 

2. Remove the hold down plate, the seal compression ring, and the old seal material.  

 

3. Fit the new seal material and cut it to length if seal is too long.  

 

4. Fit the compression ring and hold down plate and re screw in place.  

 

6. Fit the new Bearing assembly ensuring that the 3 outer nuts are tightened 

first, then tighten the bearing cub screws.  

7. Tighten the lock nuts only after the grub screws on the bearing are tight. 

8.  Refit the bobbin puddly and tighten its grub screws.  

Turn the shaft by hand to check free movement, then fit the drive belt back in 

place.  

 

Remove top bearing flange by 

removing 3 M8 bolts 

 

 

 

 

 Loosen TWO m6 grub screws on 

bearing 

 

 
 


